
LDR-DIM: Dim Card
Input: 8VDC / Control Voltage: 0/1-10VDC

TOKISTAR LIGHTING INC.
1015 EAST DISCOVERY LANE

ANAHEIM, CA 92801
TEL: 714 772 7005   FAX: 714 772 7014

email: info@tokistar.com   Website: tokistar.com

Specifications
Control Voltage: 0/1-10VDC
Input Voltage: 8VDC
Max. Load: 40 Watts/5Amps
Dimming Ratio: 1:10,000
Weatherability : Damp Location/IP65
Size: 0.6" x 2.2" x 5.3" Weigh: 55g
Operating Temperature: -20ºC to 60ºC
Case Material: White Polycarbonate
Approvals: UL Listed/CE Certified
Complies with ENC55015/FCC Part 15

2.20"
(56 mm)

Black: VDC - Input

Red: VDC + Input

Yellow: "+" Dimmed Output 
to Fixture Gray: 0/1-10VDC "-"

Input from  Dimmer

Black: 8VDC - Output

Red: 8VDC + Output

AC Input
100-240VAC  50/60Hz
White: AC Neutral
Black: AC Line
Yellow/Green: Ground

LDR8-40 LED DriverLDR-DIM
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Purple: 0/1-10VDC "+"
Input from  Dimmer Blue: "-" Dimmed Output 

to Fixture 


